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BRISA SOLAR Awning
Order Form (automatism production)

01. INTRODUCTION

02. TYPE OF INSTALLATION

Module 1 Module 2

Width Modules

Projection Modules

Client: Date: Delivery desired date:

Maximum dimensions per module:
Width (Dimension parallel to the blades) a: 4000mm
Projection (Dimension perpendicular to the blades) b: 
5000mm
Maximum distance between legs c: 5000mm
Maximum area: 15,5m²

Maximum dimensions per module:
Width (Dimension parallel to the blades) a: 4000mm
Projection (Dimension perpendicular to the blades) b: 
5000mm
Maximum distance between legs c: 5000mm
Maximum area: 15,5m²

Single Module with 4 legs

2 or more modules in projection with 
legs

2 or more modules in width with legs

Single Module with 2 legs and wall

2 or more modules in projection with 
legs and wall

2 or more modules in width with legs 
and wall

Single Module between walls

2 or more modules in projection 
between walls

2 or more modules in width between 
walls

•	For a projection of more than 5000mm, it needs a 
second module.

•	Set of consecutive modules without beams between 
them (1 motor per module).

•	For a width greater than 4000 mm, a second module is 
required.

•	2 or more modules with gutter and beam between them.

Union of modules
(two legs)

All the above measures must be vouch in the catalog

Total height

If the awning is applied under some cover, there must 
be 300mm free for the blades to open without causing 

damage to the product.
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03. INSTALLATION MEASURES

06. INSTALLATION SCHEME

05. COLOR OF AUTOMATISM

(COMPLETE THE FIELDS WITH THE MEASURES YOU ARE INTENDING FOR YOUR BRISA SOLAR)

MAKE A REPRESENTATIVE DRAWING 
OF THE TYPE OF INSTALLATION TO 
BE PERFORMED, WHERE THEY ARE 
VISIBLE:
- Location of legs and/or walls
- Direction of the blades
- Motor side
- Water drainage

This way we can build the appropriate 
awning to your installation site.

* see drawing example

(LACQUERING IN ALUMINUM PROFILES)

Total Width a (Required):

Total Projection b (Required):

Total Height h (Required):

Fill the measurements (mm):
Fill the following measures for the production of the awning.

Scheme legend:Drawing exemple:

Drawing Area:

Wall Two legs* Leg

*Two legs: When joining two modules in WIDTH, it is necessary 
to use two legs.

04. MOTOR SIDE
(SELECT MOTOR APPLICATION SIDE)

Mark the side you want for motor application Motor

This form is intended for the production of ONE awning only.
If you want more than one awning you must fill out new forms with the production information of the remaining awnings.

Left Side
(Standard)

Right Side
TEXTURED RAL

REFERENCE:

       MANDATORY FILLING

STANDARD COLOR
Any RAL with textured finishing

OTHER COLORS / FINISHINGS
If you wish another color or type of finishing

* Columns height + 160mm

(Dimensions shown in mm)
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