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MOTORLINE ELECTROCELOS SA.
Travessa do Sobreiro, nº29
4755-474 Rio Côvo (Santa Eugénia)
Barcelos, Portugal

MP105 | MP205
EN

USER/INSTALLER MANUAL

This product is certified in accordance with European Community (EC) safety standards.

This product complies with Directive 2011/65/EU of the European Parliament and of the Council, of 8 June 
2011, on the restriction of the use of certain hazardous substances in electrical and electronic equipment 
and with Delegated Directive (EU) 2015/863 from Commission.

(Applicable in countries with recycling systems). This marking on the product or literature indicates that 
the product and electronic accessories (eg. Charger, USB cable, electronic material, controls, etc.) should 
not be disposed of as other household waste at the end of its useful life. To avoid possible harm to the 
environment or human health resulting from the uncontrolled disposal of waste, separate these items 
from other types of waste and recycle them responsibly to promote the sustainable reuse of material 
resources. Home users should contact the dealer where they purchased this product or the National 
Environment Agency for details on where and how they can take these items for environmentally safe 
recycling. Business users should contact their vendor and check the terms and conditions of the purchase 
agreement. This product and its electronic accessories should not be mixed with other commercial waste.

This marking indicates that batteries should not be discarded like other household waste at the end of 
their useful life. Batteries must be delivered to selective collection points for recycling.

The different types of packaging (cardboard, plastic, etc.) must be subject to selective collection for 
recycling. Separate packaging and recycle it responsibly.

This marking indicates that the product and electronic accessories (eg. charger, USB cable, electronic 
material, controls, etc.) are susceptible to electric shock by direct or indirect contact with electricity. Be 
cautious when handling the product and observe all safety procedures in this manual.

RESPONSABILITY

• Supplier disclaims any liability if:
• Product failure or deformation result from improper installation use or maintenance!
• Safety norms are not followed in the installation, use and maintenance of the product.
• Instructions in this manual are not followed.
• Damaged is caused by unauthorized modifications
• In these cases, the warranty is voided.

MP105 Color of light emitted: White 

MP205 Color of light emitted: Orange

• Universal LED flashing lights;
• Compatible with all types of control boards; 
• Programmable for intermittent and fixed light (See JUMPER).

• Power Supply 12/24/230Vac and 12/24Vdc

• Power +/- 3W

• Illumination angle 360°

• Luminous flux 120 lm

• Flashing frequency 1Hz

• Working temperature -25°C to +55°C

• Protection grade IP54

• Construction material ABS | Polycarbonate
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INSTALLATION

DIMENSIONS

Loosen the PCB fixing screw and 
remove it from the base.

Join the cover with the base and hold.

To facilitate the installation, turn the 
flashing light and make the holes 
markings.

Retighten the PCB at the base of 
the flashing light.

Pass the cable through the support 
and through the base's hole.

Place the laterals, fitting first on top 
(A) and then on bottom (B).

Drill, place wall plugs, and apply the  
flashing light.

Make the connections on the PCB.
Place the support on the flashing light 
and tighten the screw slightly.

Insert the screws and tighten them fully.

Put the flashing light in the final 
position and tighten the screw fully.

A • Installation on 
top of the wall.

B • Installation 
on the wall.

C • Installation 
under.

Power Supply
12 - 24Vdc

230Vdc

CONNECTION SCHEMEINSTALLATION POSITIONS

ALWAYS KEEP 
VERTICAL!
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With JUMPER:
Flashing light

Without JUMPER:
Permanent light


