’ \
PORTUGAL

#MQR340

USER/INSTALLER MANUAL

s

V1.0
REV. 08/2024



INDEX

SAFETY INSTRUCTIONS 3
THE DEVICE 8
VISUAL APPEARANCE
TECHNICAL CHARACTERISTICS 9
PRECAUTIONS TO BE TAKEN 10
INSTALLATION 1
INSTALLATION PROCESS 1
CONNECTION DIAGRAM 12
SETTINGS 13
HOW TO SET UP DEVICE 13
RESET FACTORY VALUES 13
BACKLIGHT 13
CONFIGURE ACTIONS 1%
CONFIGURE READING TIMES 15
SETTING OUTPUT MODES 16
232/485 (BAUD RATE) 16
TTL (BAUD RATE) 17
CONFIGURATION (CARDS) 18
CARD READING 18

Maraviine® 2
H A e 114L3



SAFETY INSTRUCTIONS

This product is certified in accordance with European Community

Ce (EC) safety standards.
This product complies with Directive 2011/65/EU of the European
Parliament and of the Council, of 8 June 2011, on the restriction
RoHS | of the use of certain hazardous substances in electrical and

electronic equipment and with Delegated Directive (EU) 2015/863
from Commission.
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(Applicable in countries with recycling systems). This marking on
the product or literature indicates that the product and electronic
accessories (eg. Charger, USB cable, electronic material, controls,
etc.) should not be disposed of as other household waste at the
end of its useful life. To avoid possible harm to the environment
or human health resulting from the uncontrolled disposal
of waste, separate these items from other types of waste and
recycle them responsibly to promote the sustainable reuse
of material resources. Home users should contact the dealer
where they purchased this product or the National Environment
Agency for details on where and how they can take these items
for environmentally safe recycling. Business users should contact
their vendor and check the terms and conditions of the purchase
agreement. This product and its electronic accessories should
not be mixed with other commercial waste.

=

This marking indicates that batteries should not be discarded like
other household waste at the end of their useful life. Batteries
must be delivered to selective collection points for recycling.

»
»

The different types of packaging (cardboard, plastic, etc.) must be
subject to selective collection for recycling. Separate packaging
and recycle it responsibly.

¢

This markingindicates thatthe productand electronicaccessories
(eg. charger, USB cable, electronic material, controls, etc.) are
susceptible to electric shock by direct or indirect contact with
electricity. Be cautious when handling the product and observe
all safety procedures in this manual.
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SAFETY INSTRUCTIONS

GENERAL WARNINGS

+This manual contains very important safety and usage information.
Read all instructions carefully before beginning the installation/
usage procedures and keep this manual in a safe place that it can
be consulted whenever necessary.

+This product is intended for use only as described in this manual.
Any other enforcement or operation that is not mentioned is
expressly prohibited, as it may damage the product and put people
at risk causing serious injuries.

-This manual is intended firstly for specialized technicians, and does
not invalidate the user’s responsibility to read the “User Norms”
section in order to ensure the correct functioning of the product.

The installation and repair of this product may be done by qualified
and specialized technicians, to assure every procedure are carried
outinaccordance with applicable rules and norms. Nonprofessional
and inexperienced users are expressly prohibited of taking any
action, unless explicitly requested by specialized technicians to do
so.

- Installations must be frequently inspected for unbalance and the
wear signals of the cables, springs, hinges, wheels, supports and
other mechanical assembly parts.

- Do not use the product if it is necessary repair or adjustment is
required.

«When performing maintenance, cleaning and replacement of
parts, the product must be disconnected from power supply. Also
including any operation that requires opening the product cover.

*The use, cleaning and maintenance of this product may be carried
out by any persons aged eight years old and over and persons
whose physical, sensorial or mental capacities are lower, or by
persons without any knowledge of the product, provided that
these are supervision and instructions given by persons with
experienced in terms of usage of the product in a safe manner and
who understands the risks and dangers involved.




SAFETY INSTRUCTIONS

- Children shouldn’t play with the product or opening devices to
avoid the motorized door or gate from being triggered involuntarily.

«If the power cable is damaged, it must be replaced by the
manufacturer, after-sales service or similarly qualified personnel
to avoid danger.

+The device must be disconnected from the electrical network when
removing the battery.

« Ensure that blocking is avoided between the actuated part and its
fixed parts due to the opening movement of the actuated part.

WARNINGS FOR TECHNICIANS

- Before beginning the installation procedures, make sure that you
have all the devices and materials necessary to complete the
installation of the product.

+Youshould noteyour Protection Index(IP)and operatingtemperature
to ensure that is suitable for the installation site.

* Provide the manual of the product to the user and let them know
how to handle it in an emergency.

- If the automatism is installed on a gate with a pedestrian door, a
door locking mechanism must be installed while the gate is in motion.

+ Do not install the product “upside down” or supported by elements
do not support its weight. If necessary, add brackets at strategic
points to ensure the safety of the automatism.

+ Do not install the product in explosive site.

- Safety devices must protectthe possible crushing, cutting, transport
and danger areas of the motorized door or gate.

- Verify that the elements to be automated (gates, door, windows,
blinds, etc.) are in perfect function, aligned and level. Also verify if
the necessary mechanical stops are in the appropriate places.

*The control board must be installed on a safe place of any fluid
(rain, moisture, etc.), dust and pests.

«You must route the various electrical cables through protective
tubes, to protect them against mechanical exertions, essentially on




SAFETY INSTRUCTIONS

the power supply cable. Please note that all the cables must enter
the control board from the bottom.

« If the automatism is to be installed at a height of more than 2,5m
from the ground or other level of access, the minimum safety and
health requirements for the use of work equipment workers at the
work of Directive 2009/104/CE of European Parliament and of the
Council of 16 September 2009.

« Attach the permanent label for the manual release as close as
possible to the release mechanism.

- Disconnect means, such as a switch or circuit breaker on the
electrical panel, must be provided on the product’s fixed power
supply leads in accordance with the installation rules.

« If the product to be installed requires power supply of 230Vac or
110Vac, ensure that connection is to an electrical panel with ground
connection.

«The product is only powered by low voltage satefy with control
board (only at 24V motors).

« Parts/products weighing more than 20 kg must be handled with
special care due to the risk of injury. It is recommended to use
suitable auxiliary systems for moving or lifting heavy objects.

- Pay special attention to the danger of falling objects or uncontrolled
movement of doors/gates during the installation or operation of
this product.

WARNINGS FOR USERS

- Keepthismanualin asafe placeto be consulted whenever necessary.

« If the product has contact with fluids without being prepared, it
must immediately disconnect from the power supply to avoid short
circuits, and consult a specialized technician.

« Ensure that technician has provided you the product manual and
informed you how to handle the product in an emergency.

«If the system requires any repair or modification, unlock the
automatism, turn off the power and do not use it until all safety




SAFETY INSTRUCTIONS

conditions have been met.

«In the event of tripping of circuits breakers of fuse failure, locate
the malfunction and solve it before resetting the circuit breaker or
replacing the fuse. If the malfunction is not repairable by consult
this manual, contact a technician.

- Keep the operation area of the motorized gate free while the gate
in in motion, and do not create strength to the gate movement.

+ Do not perform any operation on mechanical elements or hinges if

the product is in motion.

RESPONSABILITY
« Supplier disclaims any liability if:
« Product failure or deformation result from improper installation
use or maintenance!
- Safety norms are not followed in the installation, use and
maintenance of the product.
« Instructions in this manual are not followed.
- Damaged is caused by unauthorized modifications
- In these cases, the warranty is voided.

MOTORLINE ELECTROCELOS SA.
Travessa do Sobreiro, n229
4755-474 Rio Covo (Santa Eugénia)
Barcelos, Portugal

SYMBOLS LEGEND:

/'\ - Important safety notices Yo * POtentiometer
: @ information
® | . Useful information - Connectors
I information
8 + Programming information « Buttons information
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THE DEVICE

VISUAL APPEARANCE

The MQR340 Reader is a QR Code reading device that has several output interfaces, such as USB,
RS232, RS485, TTL, and Wiegand.

It not only reads QR Codes but also cards with a recognition speed of 0.5 seconds and easy
configuration.
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THE DEVICE

TECHNICAL CHARACTERISTICS

GENERAL PARAMETERS

- Output interface

USB | RS232| RS485 | TTL | Wiegand

- Signaling method

Green and red indicator light | Sound

* Image sensor

CMOS sensor (300,000 px)

 Decoding supported

» Maximum resolution 640 x 480 px
« Dimensions (mm) 75X 65 x 35
+ Reading window (mm) 51x 46

RECOGNITION PARAMETERS (QR CODE)

Digital and printed QR Code

+ DOF (Depth of Field)

Omm-~62.4mm (QRCODE 15mil.)

» Supported cards

- Reading accuracy > 8mil.
- Reading speed 500ms
. Reading direction Inclination: +56.3° | Rotation: +360° | Deflection: +55.7°
g (15 mil. QR)
Horizontal field: 721° | Vertical field: 56.6° | Field angle:
« FOV (Field of view) 84.3°
(15 mil. QR)

EADING PARAMETERS (RFID)

‘

Cards with 1SO 14443A and ISO 14443B protocols

« Reading method UID reading
- Working frequency 13.56 MHz
» Minimum distance <5cm
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THE DEVICE
TECHNICAL CHARACTERISTICS

ELECTRONIC PARAMETERS

« Power supply 5-24 Vdc
* Working current 280 mA
* Power 1.4W

OPERATING PARAMETERS

» Working temperature -20°Cto +55°C

5% - 95% (non-condensing)

* Relative humidity *at an ambient temperature of 30C°

* Protection class P67

PRECAUTIONS TO BE TAKEN

« The device power standard is between 5-24V;

« Do not disassemble the device without permission. Otherwise the device may be
damaged;

« The reader's installation location should avoid direct exposure to sunlight or
other strong light sources. Otherwise, reading performance may be affected.

« The device's reading window must be clean. Otherwise, image capture may be
affected.

« The reader connections must be respected to avoid damaging the reader.

« Ensure insulation between wires to prevent the device from being damaged by a
short circuit.

ne’ 10




INSTALLATION

INSTALLATION PROCESS

S -

n ASSEMBLING COMPONENTS
Position the MQR340 on the mirror
and place the fixing plate on the
back.

Lock the plate with nuts.

WALL INSTALLATION
Mark the drilling areas on the
wall according to the existing
holes in the mirror.
Drill the wall, fit the device and
secure it with anchor bolt and
Screws.

» MQR340 uses CMOS image sensor, therefore, the reading window should not be in
contact with sunlight or other strong light source at the installation location.

External light will cause contrast that is too high for decoding, and long-term exposure
to it will damage the sensor and cause device failure.

11 Makaviins®
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INSTALLATION
CONNECTION DIAGRAM

COMMUNICATOR
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SETTINGS

HOW TO SET UP DEVICE

To make any type of configuration on the device, you just need
to scan, like the MQR340, the QR codes present in this manual
corresponding to the configuration/modification you want to
make on the device.

A alteracao ficara efetivada imediatamente de forma
automatica apos a leitura do codigo.

RESET FACTORY VALUES

FACTORY RESET
Allows you to restore the device to its factory settings.

« Backlight: Medium

« QrCodes indicator light: Green
« Flashlight: No

« Reading time: Medium

* Buzzer: Yes

- Card Reading: Enabled

- Card indicator light: Off

2 :._:..
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BACKLIGHT

BACKLIGHT
Allows you to configure the intensity level of the Reading Light.
. #.' b =] ; 5 = ) - = '. - .
e TI‘# ot - ) “

Disable Medium
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SETTINGS

CONFIGURE ACTIONS

Actions are personalizations of the feedback Ve ™\
given by the device to the user when any type of ® ®
reading is performed.

Various customizations can be made such as:

@ Changing the indication color

@ Activation of the presence light flash

@)
@_

(@) (@)
AN /

PRESENCE LIGHT FLASH (WITHOUT BUZZER AND WITHOUT INDICATION COLOR)
ra . ? e STy

Activate Disable

INDICATION COLOR (WITHOU BUZZER AND WITHOUT FLASH)

Activate Green Light

Maraviine 14



SETTINGS

CONFIGURE ACTIONS

SOUND SIGNALING

Activate Buzzer + Red Light Activate Buzzer + Green Light

INDICATION COLOR + PRESENCE LIGHT FLASH + SOUND SIGNALING
. : . LA A ;

Activate Green light Activate Green light + Activate Red light +
+ Flash Flash + Buzzer Flash Flash + Buzzer

CONFIGURE READING TIMES

READING TIMES
It is the time interval between the current reading and the next reading.
Example: After reading a QR Code, reader will only be available to read again after the selected

Fast (500ms) Medium (1s)

15



SETTINGS

SETTING OUTPUT MODES

OUTPUT MODES

Wiegand 26 Wiegand 34

232/485 (BAUD RATE)

232/485

115200 bps 57600 bps 38400 bps 19200 bps

16




SETTINGS

232/485 (BAUD RATE)

232/485

9600 bps 4800 bps 2400 bps 300 bps

TTL (BAUD RATE)

9600 bps 4800 bps 2400 bps
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CONFIGURATION (CARDS)

CARD READING

ACTIVATE CARD READING

Activate Disable

READING OUTPUT TYPE

Direct output
(only for Wiegand)

READING DATA ORDERING

Hexadecimal output Output in decimal

Common cards ID cards

Common cards ID Cards (reversed order) (reversed order)

18




CONFIGURATION (CARDS)

CARD READING

INDICATION COLOR

Activate Red Light Activate Green Light

SOUND SIGNALING

Activate (No Light) Activate Buzzer + Red Light Activate Buzzer + Green Light

19
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